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Values shown are in W/m2K using a warm edge spacer bar. All results are simulated and calculated in accordance with BS EN ISO 10077: 2027 parts 1 and 2.

  Minimum value for compliance with building regulations part L for replacements.	

T H E R M A L  M A T R I X

A L L  P R O D U C T S

Performance OB36+ / OF36+ OB49 / OB72 OS29+ OS44 / OS77 OW70 OW80 Tilt and Turn

Short Leg | Long Leg Standard Aerogel Short Leg | Long Leg

1.2 Centre Pane 1.4 W/m2K 1.5 W/m2K 1.4 W/m2K N/A 1.5 W/m2K 1.4 W/m2K 1.3 W/m2K 1.4 W/m2K

1.1 Centre Pane 1.2 W/m2K 1.4 W/m2K 1.2 W/m2K N/A 1.4 W/m2K 1.4 W/m2K 1.2 W/m2K 1.3 W/m2K

1.0 Centre Pane N/A 1.4 W/m2K 1.2 W/m2K 1.6 W/m2K 1.4 W/m2K 1.4 W/m2K 1.2 W/m2K 1.3 W/m2K

0.9 Centre Pane 1.1 W/m2K 1.3 W/m2K 1.1 W/m2K N/A N/A 1.2 W/m2K 1.1 W/m2K 1.1 W/m2K

0.8 Centre Pane N/A 1.2 W/m2K 1.0 W/m2K 1.4 W/m2K 1.2 W/m2K 1.2 W/m2K 1.0 W/m2K 1.1 W/m2K

0.7 Centre Pane N/A N/A 0.91 W/m2K 1.3 W/m2K N/A N/A N/A N/A

0.6 Centre Pane 0.85 W/m2K 1.1 W/m2K 0.85 W/m2K N/A N/A 1.0 W/m2K N/A 0.90 / 0.91 W/m2K

0.5 Centre Pane 0.78 W/m2K N/A 0.78 W/m2K N/A N/A 0.9 W/m2K 0.8 W/m2K 0.83 / 0.84 W/m2K

Glass centre pane U-Value to be confirmed by customers’ glass supplier.

Results include laminated glass, providing the centre pane requirements still meet the desired U-Value.

Centre pane U-Values less than 1.0W/m2K are triple glazed units.

Glazing units are filled with Argon Gas.
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