DOOR HARDWARE @
FAB&FIX LEVER LEVER HANDLE PRORLSHZ

Hardware

@
o
c
©
ac
f
o
>
(]
—
-
9]
>
Q
—
P
[
9]
Qo
®

CHROME GRAPHITE = ANTHRACITE GREY

Features

Technical Information

S . . . Corrosion resistance
* Solid die cast construction with heavy duty spring cassette Meets the requirements of BS EN 1670:2007 Grade 5 (480 hours)
Sturdy feel and consistent 90 degree lever return

Operation
Endurance tested in excess of 200,000 cycles

Performance
Tested to meet the requirements of PAS 24 as part of a compliant door set.
30 minute fire test to BS 476: Part 20/22: 1987

® Sculpted ergonomic lever and low friction nylon bush
Easy to grip and smooth action

® Supplied with screw and spindle pack to suit 60-70mm profiles
Everything needed for installation included Material Speciﬁcation

Handle Grip and Backplate: High quality Zinc for all Hardex finishes
and Antique Black. High quality
Aluminium for Premium Satin, White,
Black, Anthracite Grey and Silver finishes

® Colour coordinated screw heads
Perfectly matching hardware, even down to the smallest details

® Baseplate in common with all Balmoral handles

Same routing detail regardless of product variant chosen Coatings: Hardex Chrome, Hardex Bronze,
Hardex Gold, Hardex Graphite, Hardex
® Wide backplate Pewter, Hardex Rose, Anthracite Grey,

Antique Black, Premium Satin, White,

To suit cylind ds and date | lind ti
o suit cylinder guards and accommodate larger cylinder preparation Black and Silver

® Supplied with care instructions Spindle / Screws: Machine screws with colour coordinated
Helps the homeowner to keep the hardware in optimal condition heads for handle. 60mm - 70mm
profiles (1 x 8mm x 120mm spindle; 2 x
® Supplied fully assembled M5 x 70mm and 2x M5 x 80mm screws)
Simple and quick installation, no need to fit springs or lever Cylinder: Euro Cylinder, 92mm PZ

® Each part packaged in a separate chamber, but supplied as a set
No scratching of parts during transit




